BARO Electronics

Tel 1 032-344-8526 Fax : 032-344-8521

RS[MOR] #2259 03457
FIXED METAL OXIDE FILM RESISTORS (FLAMEPROOF)

|m = 2 DIMENSIONS
#d
T
¢ L #0
= Z Y Dimensions [mm]
Type L+1 D d+0.05 212
MOR 1/2
MORS 1 9 3.3+0.5 0.8 32
MOR 1
MORS 2 11 3.81+0.5 0.8 31
MOR 2
MORS 3 15 5.5%+1.0 0.8 29
MOR 3
MORS 5 24 8.0%1.0 0.8 29
m2 572 GENERAL SPECIFICATIONS
a9 AN EINSHS I NMSoLELY | AE2ZES NExIHA NExolSxt
Type Rated Max. Working | Max. Overload | Operating Resistance Resistance
Wattage Voltage Voltage Temp. Range Range Tolerance
MOR 1/2 0.5W 250V 400V 10 ~ 68k
MOR1 1w 350V 600V 102 ~ 100kQ
MOR 2 2W 350V 700V 102 ~ 180k
MOR 3 W 500V 800V S5 102 ~ 180kQ £2(G)
MORS 1 1w 350V 600V 4+200°C 1022 ~ 68k 5 (J)
MORS 2 2w 350V 700V 102 ~ 100kQ2
MORS 3 3w 400V 800V 102 ~ 180kQ
MORS 5 5W 500V 1000V 102 ~ 180kQ2
B S 4 CHARACTERISTICS H =28 HOW TO ORDER
Test Conditions MOR 2W 50 J IP
1. 224 Temperature coefficient + 350ppm/°C 1 2 3 4 5
2. & Xt2 < Terminal Strength +[1.0% + 0.052 ]
3. Li & 2t Dielectric Withstanding Voltage +[1.0% + 0.052 ] 128 Type
. . S 2. 33 M= Rated Wattage
4. cHA|2H0HS 6 Short Time Overload +[1.0% + 0.052 ] 3. Watx| Resistance
5. Li 24 Load Life +[5.0% + 0.052 ] 4. 6182X Tolerance
6. Li &4 Moisture Resistance +[5.0% + 0.052 ] 5. 2 XtJt2 (TP= Taping & MF=M-Forming)
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